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Zones:  6
Channels:  12
Output Power:  50 watts/ch @ 8/4 �
Inputs:  Network, (2) Bus Line Level, 
              (6) Local Line Level
Wireless Inputs: 6 + 1 Macro Party
Outputs:  (2) Selectable Line Level
EQ: 7-band Parametric Adjustable 
S/N Ratio:  >101 dB
Frequency Response: 5Hz – 50kHz
Operating Voltage: 115-230 VAC 60/50 Hz 
Autoswitch
Rack Space: 2U
Dimensions No Feet: 17” W x 3.46” H x 14” D
Dimensions w/ Feet: 17” W x 4.7” H x 14” D
Shipping Weight: 17.5 lbs

Zones:  3
Channels:  6
Output Power:  50 watts/ch @ 8/4 �
Inputs:  Network, (1) Bus Line Level, (3) Local 
Line Level
Wireless Inputs: 3 + 1 Macro Party
Outputs:  (1) Selectable Line Level
EQ: 7-band Parametric Adjustable
S/N Ratio:  >101 dB
Frequency Response: 20Hz – 20kHz
Operating Voltage: 115-230 VAC 60/50 Hz 
Autoswitch
Rack Space: 1U
Dimensions No Feet: 17” W x 1.72” H x 10.6 ” D
Dimensions w/ Feet: 17” W x 2” H x 10.6” D
Shipping Weight: 8.4 lbs                       

Zones: 1
Channels: 2
Output Power: 35 watt @ 8 �, 50 watt @ 4 �
Inputs: (1) Digital Coax, (1) Optical, (1) Line 
Level RCA, (1) USB Storage Device, (1) IR 
Receiver
Wireless Inputs: (1) Bluetooth, (1) WiFi 2.4/5.8 
GHz
Outputs: (1) Digital Coax, (1) Optical, (1) Line 
Level RCA, (1) Subwoofer LFE
EQ: 7-band parametric adjustable
S/N Ratio:  >101 dB
Frequency Response: 20Hz – 20kHz
Operating Voltage: 115-240 AC Autoswitch
Rack Space: 1 U
Dimensions: 6.75 ” W x 1.72” H x 7.75 ” D                    
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